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Abstract

A pilot study on breathing rate (BR) estimation dur-

ing daily life by using a wearable armband is presented.

This wearable armband provides three electrocardiogram

(ECG) channels, and BR was estimated from them by us-

ing ECG derived respiration (EDR) techniques based on

respiration-related QRS morphology modulations: QRS

slopes and R-wave angle. Five healthy volunteers wore

the armband during 24 hours, with the only instruction

not to exercise. In addition, reference ECG signals were

simultaneously recorded by a market-available 3-channel

Holter monitor. The percentage of armband’s accurate BR

estimations (differing less than 5% from the Holter esti-

mation) with respect to the total number of Holter’s esti-

mations was computed (P1). In addition, the percentage

of accurate armband’s BR estimations with respect to the

total number of armband’s estimations was also computed

(P2). P1 ranged from 26.59% to 73.00% during non-bed

time, and from 63.05% to 88.73% during bed time. P2

ranged from 60.89% to 94.57% during non-bed time, and

from 81.65% to 97.38% during bed time. These results are

promising and suggest that the armband may be useful for

BR monitoring in some applications. However, an artifact

detector specifically focused on detecting those segments

which are usable for BR detection needs to be developed.

1. Introduction

A wearable armband for long-term electrocardiogram

(ECG) monitoring is being developed in our lab at Uni-

versity of Connecticut [1]. The ECG monitoring allows,

among other things, to measure some cardiac vital signs

such as heart rate and its variability, and to estimate respi-

ratory information such as breathing rate (BR) through the

so-called ECG-derived respiration (EDR) techniques [2].

Heart rate and BR monitoring by using a wearable device

would have a wide range of applications, including sleep

studies, epileptic seizure detection, stress level assessment,

and monitoring chronic respiratory patients [3].

The armband device is designed to be worn on the left

upper-arm. It records 3 ECG channels by using 3 pairs

of dry electrodes which do not cause skin irritation when

used for long periods of time, in difference to the con-

ventional wet (hydrogel) electrodes [4]. The armband has

previously been evaluated for heart rate monitoring dur-

ing daily life, obtaining accurate heart rate during 75.25%

(in median) of the non-bed time, and during 98.49% (in

median) of the bed time [1]. Furthermore, the armband

has previously been evaluated also for estimating BR dur-

ing lab-controlled restricted-movement conditions, show-

ing a relative error not higher than 1.40% in median (inter-

subject median of intra-subject median) and 3.06% in IQR

(inter-subject median of intra-subject IQR) [3]. However,

the armband has never been evaluated for BR estimation

during daily life. Artifacts are certainly expected during

daily life, mainly due to the electromyogram contribution

from the left upper-arm [1]. Therefore, the BR estimation

is expected not to always be possible during daily life, and,

when possible, is expected not to be as accurate as it is dur-

ing lab-controlled restricted-movement conditions.

In this paper, a pilot study on estimation of BR with the

armband during daily life is presented. An EDR technique

based on QRS slopes and R-wave angle was used together

with a fusion method that combines the information in the

different EDR signals based on the shape of their spectra.

Furthermore, the output of this fusion technique becomes

a “non-estimable rate” in those cases in which none of the

spectra has an appropriate shape. A conventional Holter
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monitor available in the market was used as reference. The

coverage of the armband in BR estimation terms is ana-

lyzed, by computing the percentage of time that the arm-

band provides an accurate BR estimation with respect to

the total time that the reference offers a BR estimation.

Moreover, the reliability of the armband’s BR estimates

is also analyzed, by computing the percentage of the time

that the armband offers an accurate BR estimate with re-

spect to the time when it is offering an estimate.

2. Materials and methods

2.1. Data and signal preprocessing

Five healthy volunteers worn the wearable armband dur-

ing 24 hours. These subjects were instructed to do their

normal lives with the exception of not exercising. For ref-

erence purposes, three ECG channels were simultaneously

recorded by a conventional Holter available in the market:

Rozinn RZ 153+ (Glendale, NY, USA). The experimental

protocol was approved by the Institutional Review Board

at the University of Connecticut (Protocol H16-107).

A band-pass filter with cut-off frequencies 3 Hz and 25

Hz, for attenuating the electromyogram (EMG) component

[1]. An additional ECG channel was computed as the first

principal component obtained from a principal component

analysis, as in [3]. An example of the preprocessed ECG

channels can be observed in Fig. 1.

Artifacts in the armband-ECG channels were detected

by the SVM-based artifact detector presented in [1], which

was specifically designed for the armband-ECG signals.

R-wave peaks (nRi
) were detected by an automatic detec-

tor based on variable frequency complex demodulation [5].

Subsequently, Q and S points were detected as the instants

where ECG shows minimum amplitude within a window

of 40 ms before and after the R point, respectively.

2.2. ECG-derived respiration

An EDR algorithm based on QRS slopes and R-wave

angle was used. This algorithm offered accurate estima-

tions of respiratory rate from the armband-ECG signals

during restricted-movement conditions in [3]. First, the

points of maximum variation between Q and R, and be-

tween R and S were detected. Then, a straight line was

fitted to the ECG signal within 8 ms around each one of

the two maximum variation points. The slopes of these

lines IUSi
and IDSi

, respectively) are estimations of the

QRS slopes, and they are used for computing two QRS

morphology parameters:

ISRi
= IUSi

− IDSi
(1)

Φi =
IUSi

− IDSi

0.4 (6.25 + IUSi
IDSi

)
, (2)
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Figure 1. 20 seconds of armband ECG channels.

where ISRi
and Φi are the QRS slope range (SR) and the

R-wave angle of the ith QRS complex, respectively. Con-

catenation of these morphological parameters from the dif-

ferent QRS complexes of one ECG channel leads to an un-

evenly sampled EDR signal:

du{ SR, Φ} =
∑

i

{ISRi
,Φi} δ (n− nRi

) . (3)

These EDR signals were further interpolated by cubic

splines in order to obtain evenly-sampled EDR signals

d{ SR, Φ} with a sampling rate of 4 Hz.

2.3. Respiratory rate estimation

Estimation of BR was performed by using a time-

frequency algorithm that can take one or more EDR sig-

nals as inputs [3]. First, a power spectrum density (PSD)

is computed from the kth segment of 42 s from the jth

EDR signal used as input (Sj(k, f)). This PSD is com-

puted by using the Welch periodogram, using a length for

the windows of 12 s, and shifting with an overlap of 50%.

A PSD is obtained each 5 s. The concatenation of suc-

cessive Sj(k, f) leads to a time-frequency PSD of the jth

EDR signal used as input.

Then, a new time-frequency map, S̄(k, f), was com-

puted by combining all Sj(k, f) available from all EDR

signals (2 per ECG channel) within the surrounding 25 s.

The combination consists of a peak-conditioned average,

which is an average of those Sj(k, f) that fulfill two crite-

rions on how their power is concentrated or not around a

peak. Thus, only those Sj(k, f) that have a “peaked” shape

take part in the average S̄(k, f). If none of the Sj(k, f)
within the surrounding 25 s of S̄(k, f) fulfil the “peaked”-

shape criterions, then the respiratory rate at the instant k is

not estimated. An example of S̄(k, f) obtained from the

armband during one hour can be observed in Fig. 2. In
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Figure 2. (a) Example of one hour of S̄(k, f) obtained from the armband. The solid black line represents the estimated

respiratory rate, and the solid red line represents the reference (estimated from the Holter) respiratory rate. (b) S̄(k, f)
obtained from the Holter for the same subject during the same hour. The solid red line represents the reference respiratory

rate. The white gaps represent those periods when the BR was not estimated.

addition, those S̄(k, f) obtained from the Holter for the

same subject during the same hour are also shown. Further

details of the algorithm can be found in [6].

2.4. Performance measures

Relative error of the respiratory rate estimates from the

armband with respect to the respiratory rate estimates from

the Holter was computed as:

e(k) =
f̂A(k)− f̂H(k)

f̂H(k)
× 100, (4)

where f̂A(k) and f̂H(k) are the respiratory rate estimates

from the armband and the Holter, respectively.

3. Results

Two ratios were computed: the coverage ratio and the

reliability ratio. The coverage ratio was computed as the

percentage of armband’s accurate BR estimations (differ-

ing less than 5% from the Holter estimation) with respect

to the total number of Holter’s estimations (P1). The re-

liability ratio was computed as the percentage of accurate

armband’s BR estimations with respect to the total number

of armband’s estimations (P2). Table 1 shows the obtained

ratios P1 and P2 for the 5 subjects, separately for non-bed

time and the bed time.

Table 1. Obtained P1 and P2 for the 5 subjects (non-bed

time / bed time).

Subject P1 (%) P2 (%)

Subject 1 26.59/78.13 60.89/84.42
Subject 2 34.01/63.05 75.31/93.35
Subject 3 50.08/70.12 79.30/81.65
Subject 4 49.11/76.39 87.44/83.29
Subject 5 73.00/88.73 94.57/97.38

4. Discussion

A pilot study on BR estimation during daily life by us-

ing a wearable armband has been presented. This wear-

able armband provides three ECG channels, and BR was

estimated from them by using EDR techniques. The arm-

band was previously reported to successfully monitor BR

during lab-controlled restricted-movement conditions [3].

This paper describes the first attempt to BR monitoring us-

ing the armband during daily life.

Five healthy volunteers wore the armband during 24

hours, with the only instruction of not exercising. In addi-

tion, reference ECG signals were simultaneously recorded

by a market-available 3-channel Holter monitor.

The chosen EDR technique exploits respiration-related

variations in QRS slopes and R-wave angle. This choice

was made because these techniques were shown to be the

most robust techniques when tested in different scenar-

ios [7], including highly non-stationary and noisy environ-

ments [6]. Furthermore, as these features are based exclu-

sively on QRS morphology, they are applicable to all those

situations where the QRS has a conventional morphology,

including some arrhythmias such as atrial fibrillation [8].

Artifacts are certainly expected in the armband ECG sig-

nals during daily life monitoring [1]. Thus, it was assumed

that the BR estimation is not going to be always accurate.

The identification of those segments where the BR estima-

tion is accurate remains very interesting for a final applica-

tion. The methods used in this work contemplate two ways

to discard data and so, to offer “non-estimable rate” as out-

put. On one hand, those ECG segments where artifacts

were found according to the SVM-based artifact detector

presented in [1] were discarded. Thus, in those periods of

time when this issue happened with all the 4 available ECG

channels, an output of “non-estimable rate” was given. On

the other hand, the BR estimation technique described in

Section 2.3 discards those EDR signals whose PSD has not

a peaky shape. Thus, in those periods of time when none

of the available EDR showed a peaky PSD, an output of
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“non-estimable rate” was given.

In the absence of a reference respiratory signal in the

data set, the BR estimated from the Holter device was used

as reference. This issue remains a limitation in this study

since, although the applied EDR methods have shown

good performance when applied with conventional ECG

setup in different scenarios [7], to the best of our knowl-

edge, they have never been evaluated during daily life.

The armband-based BR estimation was considered ac-

curate if it differs less than 5% from the reference (Holter-

based BR estimation). Two ratios were computed: the per-

centage of armband’s accurate BR estimations with respect

to the total number of Holter’s estimations (P1); and the

percentage of accurate armband’s BR estimations with re-

spect to the total number of armband’s estimations (P2).

The first ratio, P1, is aimed to quantify the coverage of the

armband on BR estimation, i.e., the percentage of the time

when the armband is able to offer an accurate BR estimate.

The second ratio, P2, is aimed to quantify the reliability of

the armband’s BR estimates, i.e., the percentage of arm-

band’s BR estimates that are accurate.

As shown in Table 1, P1 ranged from 25.59% to 73.00%

during the non-bed time, while it ranged from 63.05% to

88.73% during the bed time, being higher than during the

non-bed time for all the subjects. This behavior was ex-

pected, because much less movement is expected during

the bed time than during the non-bed time. These results

are promising and suggest that the armband has some po-

tential as BR monitor in several applications where a con-

tinuous BR estimation is not strictly needed, such as a reg-

ular stress level measure, a daily sleep quality quantifi-

cation, or a regular monitoring of chronic respiratory pa-

tients. It is worthy to note that our data was recorded from

healthy subjects, who probably have a more active life than

a chronic respiratory patient.

However, P2 ranged from 60.89% to 94.57% during the

non-bed time, and from 81.65% to 97.38% during the bed

time. This suggest that the detection of those segments

that are not offering an accurate BR estimation has big

room for improvement. A possible reason is that the SVM-

based artifact detector was designed to detect those seg-

ments from which we can obtain an accurate heart rate es-

timation [1], i.e., those segments where QRS complexes

can be detected. However, QRS-morphology-based BR

estimation is more challenging than heart rate estimation,

as it exploits the QRS morphology and not only the QRS

presence. Therefore, the artifact detector should be re-

trained for this purpose, focusing on detecting those seg-

ments which are usable for BR detection.

5. Conclusions

Obtained results in this pilot study are promising and

suggest that the armband may be useful for BR monitoring

in some applications. However, an artifact detector specifi-

cally focused on detecting those segments which are usable

for BR detection needs to be developed.
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