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Abstract

The proper analysis and characterization of Atrial Fib-

rillation (AF) from surface ECG recordings requires can-

celling out ventricular activity (VA), i. e. the QRST com-

plexes. For single-lead ECGs, averaged beat subtraction

(ABS) technique is the most widely used. However, this

method is very sensitive to QRST wave variations. To

date, several strategies have been proposed to overcome

this problem, but an exhaustive study about the most suit-

able set of beats to obtain the most accurate QRST cancel-

lation template, given a concrete recording, has not been

performed yet. Thereby, a thorough study about the VA

cancellation accuracy, when different complexes are se-

lected to obtain the ventricular template, is presented in

this work. The results showed that the most correlation-

similar complexes to the one under cancellation provided

a more accurate ventricular cancellation template than the

preceding and subsequent beats, thus providing a higher

AA extraction quality. In addition, a high number of com-

plexes (greater than 30) is not recommended, because the

AA extraction quality improvement is reduced. Neverthe-

less a more accurate VA representation is obtained when

the number of complexes used to generate the QRST can-

cellation template is increased, but remains below 30.

1. Introduction

The surface electrocardiographic (ECG) recording pro-

vides a noninvasive way to study atrial fibrillation (AF),

which is the most commonly diagnosed cardiac arrhyth-

mia in clinical practice and affects up to 1% of the general

population and 15% of the population of over 80 years [1].

However, due to the much higher amplitude of the electri-

cal ventricular activity (VA) on the surface ECG, extraction

of the atrial activity (AA) is crucial in the study of AF from

the ECG. Therefore, the cancellation of the signal compo-

nents associated with VA, that is, the QRS complex and

the T wave, is mandatory [2]. Unfortunately, AA and VA

possess overlapped spectral distributions rendering linear

filtering solutions unsuccessful [3].

To date, several methods have been proposed to extract

the AA signal from surface ECG recordings. The most

powerful techniques are those that exploit the spatial di-

versity of the multilead ECG [4], such as the method that

solves the blind source separation problem [3] or the spa-

tiotemporal QRST cancellation strategy [5]. However, the

performance of these techniques is seriously reduced when

they analyze the early stages of AF, i. e. paroxysmal AF,

because the recordings are usually obtained from a Holter

system with no more than two or three electrodes, as in

this work. In this case, the main alternative is the averaged

beat subtraction (ABS) technique, since a reduced num-

ber of leads is not sufficient to exploit the spatial informa-

tion of the ECG. This method relies on the assumption that

the average beat can represent each individual beat accu-

rately. However, QRST morphology is often subject to mi-

nor changes caused by respiration, patient movement, etc.,

and, therefore, QRST residua and noise are often present

in the remainder ECG [6]. Additionally, in clinical prac-

tice the ECG consists of 10 seconds in length recordings

and, therefore, a high quality QRST cancellation template

may be difficult to obtain [7].

Although different and complex variants have been pro-

posed to overcome this ABS limitations [5, 7], the most

suitable complexes selection to obtain the highest quality

AA signal has not been studied yet. Thereby, in this work a

thorough study about the VA cancellation accuracy, when

different complexes are selected to obtain the ventricular

cancellation template, is presented for the first time to the

scientific community. Thus, some recommendations re-

garding the optimal number of complexes and their local-

ization into the ECG recording will be indicated.

2. Materials

The presented study was validated using a database

composed of 25 one minute simulated AF recordings and

50 one minute real ECG signals. Simulated recordings al-

lowed us to compare the estimated and original AA sig-

nals, as it was known a priori. Synthesized AF signals
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were created from the combination of AA and VA, which

were synthesized separately. The AA was generated from

the smooth concatenation of successive TQ segments ex-

tracted from real AF recordings. The VA was synthesized

from normal sinus rhythm ECG recordings, after P-wave

cancellation [8]. In addition, to evaluate the suitability of

the algorithm to be applied over real scenarios, which was

the final purpose, real AF recordings were used. These sig-

nals were obtained from Holter systems of two leads (V1

and VII ), digitized at a sampling frequency of 128 Hz and

a resolution of 12 bits. Lead V1 was the input signal of the

AA estimation approach, as it was the signal with higher

AA content [6].

The real ECG recordings were preprocessed in order

to reduce noise, nuisance interferences and improve later

analysis. Firstly, baseline wander was removed making

use of bidirectional high pass filtering with 0.5 Hz cutt-

off frequency [9]. Secondly, high frequency noise was re-

duced with an eight order bidirectional IIR Chebyshev low

pass filtering, whose cut-off frequency was 70 Hz. Finally,

powerline interference was removed through adaptive fil-

tering, which preserves the ECG spectral information [10].

3. Methods

3.1. Performance assessment

The AA estimation performance in simulated record-

ings was computed by comparing the estimated and the

original AA in terms of cross-correlation index (ρ) [8] and

mean square error (mse) normalized to the AA root mean

square [7]. The cross-correlation index measures the simi-

larities between two signals, and becomes 1 in the case of

perfect matching and 0 in the case of completely different

and non-related signals:

ρ =
E[xAAx̂AA]

σσ̂
(1)

where E[·] is the expectation operator, and σ and σ̂ are

the standard deviations of xAA and x̂AA, respectively. On

the other hand, the normalized mean square error (nmse)

is defined as:

nmse =

√√√√
∑Q

i=1

(
xAA(i) − x̂AA(i)

)2

∑Q

i=1
xAA(i)2

(2)

being Q the samples of AA involved. This parameter can

vary between 0 and 1, so that high values indicate notable

differences between the original and the estimated AA, and

values close to zero are associated with very similar AA

signals.

The performance of the proposed method was also

tested on real ECGs. In these signals, the real AA on the

ECG was obviously unknown. Thereby, a new parame-

ter to estimate the ventricular residua in the extracted AA

was proposed. This index considers the area and amplitude

of the QRS interval in the AA to evaluate the ventricular

residue. Thus, for the i-th complex the ventricular residue

(VR) was defined as:

V Ri =
1

1

Q

∑Q

i=1
x̂2

AA

√√√√
ri+H∑

k=ri−H

x̂2
AA · (3)

· max
k=ri−H,...,ri+H

(
|x̂AA|

)

being 2 · H the number of samples corresponding to the

QRS interval. Note that VR was normalized to the AA root

mean square in order to obtain comparable values when

signals with different amplitude levels are analyzed. On

the other hand, in order to evaluate how the AA extraction

algorithm preserves the atrial waveforms in those intervals

where the AA should remain unchanged, the similarity (S)

parameter was used [11]. This index was evaluated by esti-

mating the cross-correlation coefficient, for each segment

free of QRST residua, between the original ECG and the

extracted AA.

3.2. Selection of the most suitable beats

The AA signal obtained with two different strategies

was evaluated using the parameters described in the pre-

ceding section. Firstly, a neighbor-based strategy was ap-

plied and each QRST complex was cancelled out mak-

ing use of a ventricular cancellation template generated

with the N/2 preceding and N/2 subsequent complexes.

If there were not N/2 complexes before the one under

cancellation, more subsequent complexes were selected so

that the ventricular template were always generated from

N beats. In the opposite situation, more preceding beats

were selected. Secondly, a correlation-similarity-based

strategy was applied and the N most similar QRST com-

plexes to the one under cancellation were used for the tem-

plate generation. The similarity between QRST complexes

was evaluated using the cross-correlation. In both cases,

the number of selected complexes, N , was varied between

2 and 60.

4. Results

Fig. 1 shows mean values for the cross-correlation coef-

ficient, normalized mean square error, ventricular residue

and similarity between atrial segments obtained for sim-

ulated AF recordings when the complexes to generate the

ventricular cancellation template were selected making use

of the two described strategies.

The variations of the ventricular residue and similarity

of atrial segments with the number of complexes for the
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Figure 1. Results of the optimal complexes selection study obtained for simulated AF recordings. (a) Cross correlation

coefficient, (b) normalized mean square error, (c) ventricular residue and (d) similarity of the atrial segments.

real ECGs are presented in Fig. 2. The obtained ventricular

residue curves were very similar to those calculated with

simulated recordings, presenting similar values. This fact

increases the consistency of the defined indices.

5. Discussion and conclusions

These obtained performance parameters values allow us

to indicate some recommendations useful for any ventric-

ular cancellation method: (1) a higher quality AA extrac-

tion is obtained when the most correlation-based similar

complexes to the one under cancellation are selected. (2)

When short (< 20 seconds) single-lead ECG recordings

are only available, all the complexes should be used to

generated the QRST cancellation template, because higher

values of cross-correlation and similarity of atrial seg-

ments and a considerably low QRS residue will be ob-

tained. In contrast, (3) when long (>20 seconds) single-

lead ECG recordings are available, the selection of a num-

ber of complexes between 20 and 30 is recommended be-

cause a higher number causes a considerably large QRS

residue and a lower number obtains a poorer AA extraction

in terms of the cross-correlation index and the similarity of

atrial segments.
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Figure 2. Results of the optimal complexes selection study obtained for real ECGs. (a) ventricular residue and (b) similarity

of the atrial segments.
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